
SECTION 1 - 1

(SCALE 1:25)

250mm THK POWER FLOATED SUSPENDED

RC SLAB ON 1200g POLYETHYLENE GAS

MEMBRANE ON LEVELLED PILING MAT

WITH LIGHT DUSTING OF FINES, SLAB

SUPPORTED ON GROUND BEAMS

ISOLATION JOINT

(SEE SEPARATE DETAIL)

CONCRETE ENCASEMENT

TO STANCHION UP TO 3.500

LEVEL. TO BE PAINTED 2No.

COATS OF RIW

450x450 RC GROUND

BEAM SPANNING

BETWEEN PILE CAPS

2250x750x750 DEEP

PILE CAP

ASSUMED 300x300 PILES TO

SPECIALIST PILING CONTRACTORS

DESIGN. REBAR IN PILE TO PROJECT

MIN. 600mm INTO PILE CAP

SSL: 3.440
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SECTION 2 - 2

(SCALE 1:25)

ISOLATION JOINT

(SEE SEPARATE DETAIL)

CONCRETE ENCASEMENT

TO STANCHION UP TO 3.500

LEVEL. TO BE PAINTED 2No.

COATS OF RIW

450x450 RC GROUND

BEAM SPANNING

BETWEEN PILE CAPS

2250x750x750 DEEP

PILE CAP

SSL: 3.440
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PILING PLATFORM AND SLAB SUPPORT (UNTIL CURED). SEE

DRAWING 2480/S01 FOR THICKNESS AND SPECIFICATION.

ALLOW FOR REMOVAL AS NECESSARY BACK DOWN TO SLAB

FORMATION LEVEL WHERE THE MATERIAL HAS HEAVED

DURING PILING OPERATIONS WITH LIGHT DUSTING OF FINES

OVER TO PROVIDE SMOOTH FINISH FOR MEMBRANE.

PILING PLATFORM AND SLAB SUPPORT (UNTIL CURED). SEE

DRAWING 2480/S01 FOR THICKNESS AND SPECIFICATION.

ALLOW FOR REMOVAL AS NECESSARY BACK DOWN TO SLAB

FORMATION LEVEL WHERE THE MATERIAL HAS HEAVED

DURING PILING OPERATIONS WITH LIGHT DUSTING OF FINES

OVER TO PROVIDE SMOOTH FINISH FOR MEMBRANE.

ASSUMED 300x300 PILES TO SPECIALIST

PILING CONTRACTORS DESIGN. REBAR

IN PILE TO PROJECT MIN. 600mm TO BE

BENT INTO GROUND BEAM
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ASSUMED 300x300 PILES TO

SPECIALIST PILING CONTRACTORS

DESIGN. REBAR IN PILE TO PROJECT

MIN. 600mm INTO PILE CAP

ASSUMED 300x300 PILES TO

SPECIALIST PILING CONTRACTORS

DESIGN. REBAR IN PILE TO PROJECT

MIN. 600mm TO BE BENT INTO

GROUND BEAM

250mm THK POWER FLOATED SUSPENDED

RC SLAB ON 1200g POLYETHYLENE GAS

MEMBRANE ON LEVELLED PILING MAT

WITH LIGHT DUSTING OF FINES, SLAB

SUPPORTED ON GROUND BEAMS

50mm BLINDING

CONCRETE

50mm BLINDING

CONCRETE

50mm BLINDING

CONCRETE

50mm BLINDING

CONCRETE

250mm THK POWER FLOATED SUSPENDED

RC SLAB ON 1200g POLYETHYLENE GAS

MEMBRANE ON LEVELLED PILING MAT

WITH LIGHT DUSTING OF FINES. SLAB

SUPPORTED ON GROUND BEAMS

ISOLATION JOINT

(SEE SEPARATE DETAIL)

SECTION 3 - 3

(SCALE 1:25)

CONCRETE ENCASEMENT

TO STANCHION UP TO 3.500

LEVEL. TO BE PAINTED 2No.

COATS OF RIW

450x600 RC GROUND

BEAM SPANNING

BETWEEN PILE CAPS

2250x750x750 DEEP

PILE CAP

SSL: 3.440

PILING PLATFORM AND SLAB SUPPORT (UNTIL CURED). SEE

DRAWING 2480/S01 FOR THICKNESS AND SPECIFICATION.

ALLOW FOR REMOVAL AS NECESSARY BACK DOWN TO SLAB

FORMATION LEVEL WHERE THE MATERIAL HAS HEAVED

DURING PILING OPERATIONS WITH LIGHT DUSTING OF FINES

OVER TO PROVIDE SMOOTH FINISH FOR MEMBRANE.

ASSUMED 300x300 PILES TO

SPECIALIST PILING CONTRACTORS

DESIGN. REBAR IN PILE TO PROJECT

MIN. 600mm INTO PILE CAP

ASSUMED 300x300 PILES TO SPECIALIST

PILING CONTRACTORS DESIGN. REBAR

IN PILE TO PROJECT MIN. 600mm TO BE

BENT INTO GROUND BEAM.

50mm BLINDING

CONCRETE

50mm BLINDING

CONCRETE

450x750 RC GROUND

BEAM SPANNING

BETWEEN PILE CAPS

2250x1000x750 DEEP

PILE CAP

ASSUMED 300x300 PILES TO

SPECIALIST PILING CONTRACTORS

DESIGN. REBAR IN PILE TO PROJECT

MIN. 600mm INTO PILE CAP

ASSUMED 300x300 PILES TO

SPECIALIST PILING CONTRACTORS

DESIGN. REBAR IN PILE TO PROJECT

MIN. 600mm INTO PILE CAP

450x450 RC GROUND

BEAM SPANNING

BETWEEN PILE CAPS

900x900x750 DEEP

PILE CAP

CONCRETE ENCASEMENT

TO STANCHION UP TO 3.500

LEVEL. TO BE PAINTED 2No.

COATS OF RIW

ISOLATION JOINT

(SEE SEPARATE DETAIL)

SECTION 5 - 5

(SCALE 1:25)

SECTION 6 - 6

(SCALE 1:25)

SSL: 3.440

SSL: 3.440

M

PILING PLATFORM AND SLAB SUPPORT (UNTIL CURED). SEE

DRAWING 2480/S01 FOR THICKNESS AND SPECIFICATION.

ALLOW FOR REMOVAL AS NECESSARY BACK DOWN TO SLAB

FORMATION LEVEL WHERE THE MATERIAL HAS HEAVED

DURING PILING OPERATIONS WITH LIGHT DUSTING OF FINES

OVER TO PROVIDE SMOOTH FINISH FOR MEMBRANE.

PILING PLATFORM AND SLAB SUPPORT (UNTIL CURED). SEE

DRAWING 2480/S01 FOR THICKNESS AND SPECIFICATION.

ALLOW FOR REMOVAL AS NECESSARY BACK DOWN TO SLAB

FORMATION LEVEL WHERE THE MATERIAL HAS HEAVED

DURING PILING OPERATIONS WITH LIGHT DUSTING OF FINES

OVER TO PROVIDE SMOOTH FINISH FOR MEMBRANE.

500x450 RC GROUND

BEAM SPANNING

BETWEEN PILES

500x450 RC GROUND

BEAM SPANNING

BETWEEN PILES

250mm THK POWER FLOATED SUSENDED

RC SLAB ON 1200g POLYTHENE GAS

MEMBRANE ON LEVELLED PILING MAT

WITH LIGHT DUSTING OF FINES, SLAB

SUPPORTED ON GROUND BEAMS.

250mm THK POWER FLOATED SUSENDED

RC SLAB ON 1200g POLYTHENE GAS

MEMBRANE ON LEVELLED PILING MAT

WITH LIGHT DUSTING OF FINES, SLAB

SUPPORTED ON GROUND BEAMS.

50mm BLINDING

CONCRETE

50mm BLINDING

CONCRETE

50mm BLINDING

CONCRETE

50mm BLINDING CONCRETE

SECTION 7 - 7

(SCALE 1:25)

CONCRETE ENCASEMENT

TO STANCHION UP TO 3.500

LEVEL. TO BE PAINTED 2No.

COATS OF RIW

450x450 RC GROUND

BEAM SPANNING

BETWEEN PILE CAPS

2250x750x750 DEEP

PILE CAP

ASSUMED 300x300 PILES TO

SPECIALIST PILING CONTRACTORS

DESIGN. REBAR IN PILE TO PROJECT

MIN. 600mm INTO PILE CAP

SSL: 3.440

ISOLATION JOINT

(SEE SEPARATE DETAIL)
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PILING PLATFORM AND SLAB SUPPORT (UNTIL CURED). SEE

DRAWING 2480/S01 FOR THICKNESS AND SPECIFICATION.

ALLOW FOR REMOVAL AS NECESSARY BACK DOWN TO SLAB

FORMATION LEVEL WHERE THE MATERIAL HAS HEAVED

DURING PILING OPERATIONS WITH LIGHT DUSTING OF FINES

OVER TO PROVIDE SMOOTH FINISH FOR MEMBRANE.

ASSUMED 300x300 PILES TO SPECIALIST

PILING CONTRACTORS DESIGN. REBAR

IN PILE TO PROJECT MIN. 600mm TO BE

BENT INTO GROUND BEAM

250mm THK POWER FLOATED SUSPENDED

RC SLAB ON ON 1200g POLYETHYLENE

GAS MEMBRANE ON LEVELLED PILING MAT

WITH LIGHT DUSTING OF FINES, SLAB

SUPPORTED ON GROUND BEAMS

50mm BLINDING

CONCRETE

500x400 RC GROUND BEAM

SPANNING BETWEEN PILES
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